907.2.3 Group E. A manual fire alarm system that initiates the
occupant notification signal meeting the requirements of
Section 907.5.2.2 and installed in accordance with Section
907.6 shall be installed in Group E occupancies. When
automatic sprinkler systems or smoke detectors are installed,
such systems or detectors shall be connected to the building
fire alarm system.
Exceptions:
1. A manual fire alarm system is not required in Group
E occupancies with an occupant load of 50 or less.
Il 2. RESERVED.
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3. Manual fire alarm boxes are not required in Group E
occupancies where all of the following apply:

3.1. |Interior corridors are protected by smoke
detectors.

3.2. Auditoriums, cafeterias, gymnasiums and
similar areas are protected by heat detectors or
other approved detection devices.

3.3. Shops and laboratories involving dusts or
vapors are protected by heat detectors or other
approved detection devices.

4. Manual fire alarm boxes shall not be required in
Group E occupancies where all of the following
apply:

4.1. The building is equipped throughout with an
approved automatic sprinkler system installed
in accordance with Section 903.3.1.1.

4.2. The notification appliances will activate on
sprinkler water flow.

4.3. Manual activation is provided from a normally
occupied location.

907.2.6 Group I. A manual fire alarm system that activates the
occupant notification system shall be installed in Group |
occupancies. An automatic smoke detection system that
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notifies the occupant notification system shall be provided in
accordance with Sections 907.2.6.1, 907.2.6.2, 907.2.6.3.3 and
907.2.6.4.

Exceptions:

1. Manual fire alarm boxes in resident or patient
sleeping areas of Group I-1 and I-2 occupancies shall
not be required at exits if located at nurses' control
stations or other constantly attended staff locations,
provided such stations are visible and continually
accessible and that travel distances required in
Section 907.4.2 are not exceeded.

2. Occupant notification systems are not required to be
activated where private mode signaling installed in
accordance with NFPA 72 is approved by the fire
code official.

907.2.6.1 Group I-1. An automatic smoke detection system
shall be installed in corridors, waiting areas open to
corridors and habitable spaces other than sleeping units and
kitchens. The system shall be activated in accordance with
Section 907.4.

Exceptions:

1. For Group I-1 Condition 1 occupancies, smoke
detection in habitable spaces is not required where
the facility is equipped throughout with an
automatic sprinkler system in accordance with
Section 903.3.1.1.

2. Smoke detection is not required for exterior
balconies.
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907.2.6.4 Group 1-4 occupancies. A manual fire alarm system
that initiates the occupant notification signal meeting the
requirements of Section 907.5 and installed in accordance with
Section 907.6 shall be installed in Group 1-4 occupancies.
When automatic sprinkler systems or smoke detectors are
installed, such systems or detectors shall be connected to the
building fire alarm system.

Exception: A manual fire alarm system is not required in

Group I-4 occupancies with an occupant load of 50 or less.
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